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Abstract—We propose a novel link adaptation mechanism to
maximize energy efficiency in IEEE 802.15.6 impulse radio ultra
wideband (IR-UWB) wireless body area networks (WBANs).
We consider noncoherent energy detection and autocorrelation
receivers, suitable for low complexity implementations. The
amount of captured energy is first modeled for the on-body
WBAN channel. Using our energy capture model and Gaussian
approximations for the decision statistic, the error performance
of various physical layer modes of the IEEE 802.15.6 standard is
derived assuming intra-symbol interference. We refer to the IEEE
802.15.6 specification as a use case. The proposed adaptation
scheme can be applied to any other IR-UWB system with
noncoherent receivers and is based on the estimated signal to
noise ratio and the channel’s energy capture index for which we
propose unbiased estimators.
Index Terms—Wireless Body Area Networks, UWB, IEEE
802.15.6, Link Adaptation
I. INTRODUCTION
The mandatory physical layer (PHY) scheme in the recent
IEEE 802.15.6 standard is IR-UWB, which consists of the
default and high quality of service (QoS) PHY options for
general and high priority medical applications, respectively
[1]. Both PHY options allow for a set of different modulation
and coding techniques to obtain various data rates. However,
the question of how to coordinate the available data rates
in an optimal manner, referred to as rate adaptation or link
adaptation (LA), remains unanswered.
A link adaptation method based on the estimated frame error
rate is proposed in [2] for multiband OFDM UWB systems.
Also in [3] LA is used to improve system throughput in OFDM
based UWB systems. In [4] and [5], SNR-based LA strategies
are proposed to reduce packet error probability in narrowband
IEEE 802.15.4 networks. Also in [6], interference mitigation
in WBAN applications is performed by means of data rate
adaptation. However, to the best of our knowledge none of
the existing works address LA in IR-UWB systems. The
benefit of this approach is sensitivity to variations in channel
conditions which is crucial in WBAN applications. Due to the
strict limitations in a typical WBAN, energy efficiency is a
crucial issue and any approach that could optimize the overall
energy efficiency of the system is appealing. For this reason the
objective of the proposed LA scheme is to maximize energy
efficiency. Nevertheless, the proposed framework can directly
be applied to any other LA approach in noncoherent IR-UWB
systems other than IEEE 802.15.6 with a different objective
(e.g. Throughput).
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The contributions of this letter are as follows. Assuming
noncoherent reception, we model the bit error probability of
different PHY modes of the standard considering the imperfect
energy capture caused by the multipath channel and the intra
symbol interference. Fixing the transmit pulse energy, we
also propose a novel LA scheme that can adapt the number
of pulses per symbol to the channel conditions in order
to maximize energy efficiency. In order to approximate the
amount of captured energy in noncoherent IR-UWB receivers,
two unbiased estimators are proposed.
II. PROBLEM FORMULATION
Assume that a set of Ns sensor nodes communicates with
a master hub node. We consider the channel model CM3 [7]
which models body-surface to body-surface channels, e.g. a
sensor-sensor or sensor-hub, when the hub is in the vicinity
of the sensors and is less than two cm away from the body.
The hub uses management/control frames to adjust the PHY
settings of the nodes.
We refer to each modulation and coding scheme (i.e. data
rate) in the IEEE 802.15.6 standard as a physical layer mode
for simplicity (see [1], Tables 67 and 68). The PHY modes
are represented by an index m, m ∈ [0,M − 1] where M is
the number of available modes, and are referred to as “PHY
m”. We assume that the receiver can only select between PHY
modes with the same modulation for simplicity. Hence, M = 6
(PHY 0-PHY 5) in the default PHY, and M = 5 (PHY 0-
PHY 4) in the high QoS PHY. Noncoherent reception based
on energy detection (ED) with on-off signaling is assumed
for the default PHY and autocorrelation (AC) reception with
differential binary phase shift keying (DBPSK) is used for the
high QoS PHY [1], [8].
Let Np denote the number of pulses per symbol and p(t)
be the pulse waveform of energy Ep and duration Tp. The
transmitted IR-UWB signals corresponding to the default and
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diw(t− ciTw − iTs), di ∈ {+1,−1}, (2)
respectively, where di is the i’th data symbol transmitted
within the symbol time Ts, w(t) =
∑Np−1
k=0 p(t − kTp) is a
waveform of duration Tw = NpTp, and ci is the time hopping
value in the range 0 < ci < Nh − 1, in which Nh is the total
number of hops. Regardless of the PHY option, there are 32
timeslots in each symbol duration.
IEEE , VOL. X, NO. X, XXXX 2
At the receiver, the amount of collected energy depends
on the integration time Ti as well as the channel’s impulse
response h(t), and can be modeled by the energy capture
index [9] defined as µ(Ti | h) =
∫ Ti
0
| h(t) |2dt, where
µ(Ti | h) ∈ [0, 1]. Given g(t) the received pulse waveform
(g(t) = p(t) ∗ h(t), where ∗ denotes linear convolution), the






dt = µ(Ti | h)Ep. We model µ(Ti | h) using the
following exponential decay fit [8], [9] for CM3








The error performance of the noncoherent UWB systems
has already been studied in [9] and [10]. However, since the
standard uses a special terminology (e.g. on-off signaling that
combines on-off keying with waveform coding), we briefly
include the error analysis in this section to prevent confusion.
We will also require the equations to estimate the energy
capture index based on the decision statistic in Section III.
Nevertheless, we complete the previous works on the error
performance of noncoherent IR-UWB systems by incorporat-
ing the impact of intra symbol interference.
Let Tp = 2.003 ns (see [1]) and suppose the integration
window covers a complete timeslot such that Ti = Tw =
NpTp. Therefore, intra symbol interference can occur in a
timeslot when the channel’s RMS delay spread is large enough
compared with Tp. This is actually a constructive property. The
overall captured energy per symbol can be increased since the
multipath components of the earlier pulses can be captured
during the integration time of the proceeding pulses.
At the receiver input, first a bandpass filter with bandwidth




diw˜(t− ciTw − iTs) + n˜i(t), (4)
where n˜i(t) is zero-mean band-limited Gaussian noise with
two-sided power spectral density N02 over the frequency band
B and the i’th symbol time, and w˜(t) and g˜(t) are the filtered
version of w(t) and g(t) respectively.
A. Default PHY
From [10] and (5)-(7)1 on the next page, the conditional









µ(Tw − kTp | h) + 2NpBTpN20 . (9)
When the total number of samples (2NpBTp) is large, the
sum pdf tends to the Gaussian distribution. Based on the justi-
fication in [10], this approximation is valid for NpBTp > 20.
This implies that when two 500 MHz channels are used (as
1{gj,k} and {ni,j,k} are independent samples of the band limited signals
g˜(t) and n˜i(t) within the specified time durations [10].
is mandatory by the 802.15.6 standard), the approximation is
valid for Tp > 2 ns.







where Q(·) is the tail probability of the standard nor-
mal distribution and µ¯t = E{µt} in which µt =∑Np−1
k=0 µ(Tw − kTp | h)/Np.
B. High QoS PHY
From (11)-(13), the conditional mean and variance of the
decision variable ZH corresponding to the high QoS PHY are
mZH |+1 = µtNpEp +NpBTpN0, (14)
σ2ZH |+1 = µtNpEpN0 +NpBTpN
2
0 /2. (15)
The bit error probability of the DBPSK system with the







III. THE PROPOSED SCHEME
Having an expression for Pb, the calculation of packet
success rate (PSR) and the energy efficiency of different PHY
modes can be found in [11, equations (7) and (10)]. We can
model the energy efficiency η ∈ [0, 1] of the PHY mode m as
η =
ε1Lp
ε1(Lp + Lh(Rp/Rh)) + E0
PSR(γ, µ¯t,m) (17)
where γ = Ep/N0, ε1 represents the useful energy for
communication of one bit of information, Lp and Lh are the
length of data payload and overhead having rates Rp and
Rh respectively, and E0 is the total required extra energy
which models the energy required for synchronization, data
encoding/decoding, and transmission and reception of packet
acknowledgment messages. For further details of the above
model and typical values of the parameters see [11]. We
assume Ep is constant and is known at the hub.
Our LA is based on the (γ, µ¯t) pair. Assume a sensor s
(s ∈ [1, Ns]) transmits data to the hub. The task of the LA
algorithm is to identify for the hub the PHY mode m∗s a given
sensor s should select in order to maximize η in (17).
m∗s = arg max
m
{η | (γ, µ¯t,m)}, m ∈ [0,M − 1]. (18)
This mechanism is depicted in Fig. 1 for default and high
QoS PHY. The solid lines represent full energy capture (µ¯t =
1). Our simulations for imperfect energy capture are carried
out assuming channel model CM3 and are demonstrated by
dashed lines (the corresponding µ¯t values are listed in Table
I at the end of this section). Note that the adaptation map
in any channel condition is a version of the full-energy map
that is randomly shifted to higher SNRs. Fig. 2 shows the
adaptation maps for maximum energy efficiency. Obviously,
the knowledge of µ¯t is required for selecting the optimal PHY
mode. The benefit of using the pair (γ, µ¯t) instead of their
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Fig. 1. Energy efficiency of different data rates and the optimal adaptation maps for the default (left) and high QoS (right) PHY, assuming full (solid) and
imperfect (dashed) energy capture.
product, i.e. the effective SNR, is that the adaptation maps in
Fig. 2 can be derived off-line and saved as a simple look-up
table. Otherwise, (18) should be solved on every run of LA.
Considering (8) and (14), we can use the first moment of
the decision variable to estimate µ¯t. The following estimators
over the interval A = [0, 1] can approximate the normalized
energy capture index within the i’th symbol, based on τ
recent samples of the decision variable corresponding to the
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Fig. 2. The optimal adaptation maps corresponding to maximum energy
efficiency default (top) and high QoS (bottom) PHY. The dashed lines
represent the border between two neighboring PHY modes.
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The hard-limiting function ΨA(·) is to make sure that the
estimation is within the interval A = [a, b], and is given by
ΨA(x) =
b, x ≥ bx, a < x < b
a, x ≤ a.
(21)
After LA finds the optimal mode at the hub, it should send a
management/control packet to the node to provide it with the
optimal PHY mode.
The proposed scheme has been extensively simulated as-
suming different γ values and the channel model CM3. The
average values of µ¯t and η are compared with the static
system, i.e. fixed communication on different PHY modes in
Table I (PHY 0 is the mandatory mode of the standard). Since
the LA scheme uses all modes in different conditions, only
the overall energy efficiencies are written for this scheme. The
range of γ (in dB) is uniformly within [-5, 25] and [4, 14] for
the default and high QoS PHY simulations, respectively. It can
be seen that the proposed scheme can significantly improve the
energy efficiency of the system. To quantify the estimation
accuracy of the proposed estimators for the energy capture
index, we also used (8), (9) and (14), (15) to generate random
samples of the decision variable for a given pair (Tw, γ),
assuming τ = 100 and Ep = 1 for simplicity. The achieved
mean square error (MSE) for the estimators given in (19) and
(20) is 0.0595 and 0.0523, respectively.
TABLE I
SIMULATION RESULTS
Np Tw (ns) µ¯t η (Default) η (High QoS)
LA - - - 0.58 0.43
PHY 0 32 64.103 0.62 0.22 0.12
PHY 1 16 32.051 0.41 0.34 0.20
PHY 2 8 16.026 0.27 0.44 0.29
PHY 3 4 8.012 0.20 0.42 0.34
PHY 4 2 4.006 0.17 0.35 0.22
PHY 5 1 2.003 0.15 0.24 -
IV. CONCLUSION
We have proposed a novel link adaptation strategy for
IEEE 802.15.6 IR-UWB systems that does not require channel
estimation at the transmitter side. Assuming a constant pulse
energy among different PHY modes, and considering different
number of pulses recommended by the standard, the proposed
adaptation scheme is based on the estimated SNR and the
so called energy capture index. The energy capture index is
estimated based on the recent samples of the decision statistic.
Since it can provide a good measure for channel quality,
the proposed scheme is sensitive to the temporal variations
in channel conditions, noise, and interference. Therefore, it
can correctly select the most energy efficient PHY mode to
maintain the required levels of performance.
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